Request a

SW Series Swing
Check Valves

3"TO 6" PVC, CPVC AND GFPP
AND 8" PVC AND GFPP

KEY FEATURES

e PVC, CPVC and GFPP

¢ High Temperature/Pressure Ratings
e Horizontal or Vertical Installation*

* Two-in-One Seat Design

e Built-in Flange Seals

e Two Drain Ports

o Self-Aligning Clapper Seals

e High Cv Rating and Full Flow Design

OPTIONS
e Counterweight for Closing Assistance
e | imit Switch for Position Indication

MATERIALS

e PVC Cell Class 12454 per ASTM D1784
e CPVC Cell Class 23447 per ASTM D1784
e GFPP Cell Class 85580 per ASTM D4101
¢ FPM and EPDM 0-Ring Seals
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TECHNICAL INFORMATION
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TECHNICAL INFORMATION, CONTINUED

PARTS LIST
1. Body
2. Swing Arm
3. Clapper .

4. Shaft* 0 &O EN O
5. Seall v @K \B
6. Drain Plug (2) | O%K ©

7. Counter Weight (Optional) l o
* PVC with PVC valves ( , A Z@
PVDF with GFPP Valves e D
CPVC with CPVC valves K=B.C. Dia
C B
DIMENSIONS
SIZE A B c D E F G H J Kk | MEMOMBACKY weiGHT
in/DN in/mm | in/mm | in/mm | in/mm | in/mm | in/mm | in/mm | in/mm | in/mm | in/mm CLOSE - PSI lbs/kg
3/80 3.00/76 |10.24/260 | 7.50191 | 3.75/95 | 5.21/132 | 3.90/99 | 4.91/125 | .62/16 | 4.00/102 | 6.00/152 3 10.00/4.54
4/100 3.90/99 | 11.81/300 | 9.25/235 | 4.63/118 | 6.75/171 | 4.80/122 | 6.15/156 | .62/16 | 8.00/203 | 7.50/191 3 21.00/9.53
6/150 | 5.91/150 | 15.75/400 | 12.75/324 | 6.38/162 | 9.25/235 | 6.47/164 | 8.30/211 75119 | 8.00/203 | 9.50/241 3 47.00/21.32
8/200 | 7.87/200 | 19.69/500 | 16.00/406 | 8.00/203 | 12.00/305 | 8.96/228 | 11.54/293 | .75/19 | 8.00/203 | 11.75/298 3 90.00/40.82
Dimensions are subject to change without notice — consult factory for installation information
Cv VALUES OPERATING TEMPERATURE/PRESSURE
3"TO 8" SWING CHECK VALVE
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COMMERCIAL

]
INDUSTRIAL SUPPLY
For pricing and information please call
Commercial Filtration Supply at (866) 777-8001

Visit us Online at: www.commercial-industrial-supply.com for
more high quality process equipment.
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