
SIMPLEX BASKET STRAINER f ANSI CLASS 150 FLAT FACE

FIBERGLASS REINFORCED PLASTIC (FRP)

BS55FRP-0809

s   s ta n da r d g r a d e f r p d e s i g n e d f o r c o m m e r c i a l s ys t e m s

f o r l ow p r e s s u r e /t e m p e r at u r e a p p l i c at i o n s , t i ta n f c i  o f f e r s  o u r s ta n da r d

g r a d e f r p  s t r a i n e r c o n s t ru c t e d f ro m i s o p h t h a l i c p o ly e s t e r w i t h s ta i n l e s s

s t e e l  b a s k e t i n s e rt s .  p r e s s u r e t e s t e d to 75 p s i .  f l a n g e d c o n n e c t i o n s a r e 
d r i l l e d to 150 l b  a n s i  s ta n da r d.  

s   p r e m i u m g r a d e f r p a l s o ava i l a b l e

f o r m o r e s e v e r e  s e rv i c e  c o n d i t i o n s , t i ta n f c i  c a n p rov i d e a p r e m i u m 
g r a d e f r p  s t r a i n e r c o n s t ru c t e d f ro m e i t h e r e p ox y v i n y l  e s t e r o r

c h l o r e n d i c p o ly e s t e r .  t h i s  g r a d e o f f r p  p rov i d e s  s u p e r b c o r ro s i v e , 
a b r a s i v e  a n d h e at r e s i s ta n c e a n d i s  a p p ro p r i at e  f o r s e rv i c e  c o n d i t i o n s

u p to 150 p s i  wo g.  i t  i s  a  l o g i c a l a lt e r n at i v e  to ru b b e r l i n e d s t r a i n e r s

a s  w e l l  a s  s t r a i n e r s  c o n s t ru c t e d f ro m h i g h c o s t , e x ot i c a l l oys  s u c h 
a s  a l l oy 20, h a s t e l l oy-c , m o n e l , a n d a l u m i n u m b ro n z e .  

s   ava i l a b l e a s a r e d u c i n g s t r a i n e r

t h e o u t l e t s i z e  c a n b e  s i z e d s m a l l e r (c o n c e n t r i c a l ly o r e c c e n t r i c a l ly) 
t h a n t h e i n l e t s i z e  to a l l ow f o r l i n e  s i z e  r e d u c t i o n.  a d d i t i o n a l ly , l a r g e r 
s t r a i n e r b o d i e s  c a n b e  f i t t e d w i t h b ot h s m a l l e r i n l e t a n d o u t l e t s i z e s  i f  a

l a r g e r b a s k e t a r e a i s  d e s i r e d f o r e x t r a c a pac i t y .

s   u n i q u e f e at u r e s

 q u i c k-o p e n i n g c ov e r , h i g h s t r e n g t h-to-w e i g h t r at i o , l ow i n s ta l l at i o n c o s t , f i e l d r e pa i r a b l e  a n d s e e-  
 t h ro u g h ac ry l i c c ov e r .  o n l a r g e r s t r a i n e r s , t h e c ov e r c a n b e  c o n s t ru c t e d f ro m f r p  w i t h a n c l e a r  

ac ry l i c 8" d i a m e t e r v i e w p o rt.

s   l ow e r l o s s e s -  i n c r e a s e d t i m e b e t w e e n c l e a n i n g

t h e f r p  s e r i e s  s t r a i n e r s  a r e  b u i lt  w i t h a l a r g e o u t l e t a r e a i n t h e b a s k e t c h a m b e r . t h i s  r e s u lt s  i n v e ry 
l ow p r e s s u r e l o s s e s  i n i t i a l ly a n d m u c h g r e at e r d e b r i s  l oa d i n g b e f o r e t h e p r e s s u r e d ro p ac ro s s  t h e

s t r a i n e r r i s e s  to t h e p o i n t w h e r e c l e a n i n g i s  r e q u i r e d.

MODELS: BS 55-FRP  
( f i b e r g l a s s)

  sizes:  4" ~ 20"

TTECHNICAL

®

TITAN

TITAN FLOW CONTROL, INC.

FFEATURES

AAPPLICATIONS

marKets: c h e m i c a l p ro c e s s i n g, wat e r t r e at m e n t, f o o d p ro c e s s i n g, p u l p  a n d pa p e r 
m i l l s , s t e e l  p ro c e s s i n g, p h a r m ac e u t i c a l i n d u s t ry , a n d p ow e r p l a n t s . 

service:  ac i d p l a n t s , p i c k l i n g, p l at i n g, c h e m i c a l s t r a i n i n g (ac i d s  a n d b a s e s ) , h i g h 
p u r i t y p ro c e s s e s , a n d s e a /b r ac k i s h wat e r . 
The above data represents  common market  and ser v i ce  app l i cat ions .  No representat ion or  guarantee , expressed or  impl ied , i s  g i ven due to  the 
numerous var ia t ions  o f  concentrat ions , temperatures  and f low cond i t ions  that  may occur  dur ing actua l  ser v i ce .

max working pressure
(non-shock)

isophthalic polyester

construction

50 PSI @ 80 °F 

epoxy vinyl ester or chlorendic

polyester construction

150 PSI @ 150 °F 

Quick-open ing
knob cover  i s  ra ted

at  50 PSI .

Bo l ted cover  i s  ra ted 
at  150 PSI .

Commercial Industrial Supply
YOUR AUTHORIZED TITAN FLOW CONTROL DISTRIBUTOR!

Tel:  (866) 
1444 E.

777-8001  Email: info@emailcis.com
 Main St., Rock Hill, SC 29730 USA



ANSI Class
150

SIMPLEX BASKET STRAINER  

BS 55-FRP (FIBERGLASS)
Fiberglass Reinforced Plastic • Flat Face

BS55FRP-0809

®

TITAN

Titan FCI makes every effort to ensure the information presented on our literature accurately reflects exact product specifications.  However, as product changes occur, there may be short-term differences between actual product 
specifications and the information contained within our literature.  Titan FCI reserves the right to make design and specification changes to improve our products without prior notification.  When required, request certified drawings.

DIMENSIONS AND WEIGHT DATA (1)

Inlet Outlet

A1 (2) (Face-to-Face)
Non-Reducing & Std. 
Reducing Units Only

A2 (2) (Face-to-Face)
Concentric & Eccentric

Reducing Units Only

B 
(Overall Height)

All Units

C1 
(Centerline-to-Bottom)

All Units

C2 
(Centerline-to-Bottom)
Eccentric Reducing Only

D
(Drain Plug)

E
(Screen Clearance)

Weight 
(Approximate)

in mm in mm in mm in mm in mm in mm in mm lb kg
4 4 16.625 422 --- --- 21.5 546 12.0 304 --- --- 3/4 20 31 787 40 18.1
4 3 16.625 422 20.625 523 21.5 546 12.0 304 12.5 317 3/4 20 31 787 40 18.1
4 2.5 16.625 422 20.625 523 21.5 546 12.0 304 13.75 349 3/4 20 31 787 40 18.1
4 2 16.625 422 20.625 523 21.5 546 12.0 304 13.0 330 3/4 20 31 787 40 18.1
6 6 17.625 447 --- --- 25.25 641 15.5 393 --- --- 1 1/4 32 35 889 52 23.6
6 5 17.625 447 22.625 574 25.25 641 15.5 393 16.0 406 1 1/4 32 35 889 52 23.6
6 4 17.625 447 22.625 574 25.25 641 15.5 393 16.5 419 1 1/4 32 35 889 52 23.6
6 3 --- --- 22.625 574 25.25 641 15.5 393 17.0 431 1 1/4 32 35 889 52 23.6
6 2.5 --- --- 22.625 574 25.25 641 15.5 393 17.5 444 1 1/4 32 35 889 52 23.6
8 8 23.5 596 --- --- 30.25 768 17.5 444 --- --- 1 1/2 40 45 1143 85 38.0
8 6 23.5 596 31.0 787 30.25 768 17.5 444 18.5 469 1 1/2 40 45 1143 85 38.0
8 5 23.5 596 31.0 787 30.25 768 17.5 444 19.0 482 1 1/2 40 45 1143 85 38.0
8 4 --- --- 31.0 787 30.25 768 17.5 444 19.5 495 1 1/2 40 45 1143 85 38.0
8 3 --- --- 31.0 787 30.25 768 17.5 444 20.0 508 1 1/2 40 45 1143 85 38.0

10 10 28.75 730 --- --- 34.75 882 21.5 546 --- --- 1 1/2 40 48 1219 112 50.0
10 8 28.75 730 38.75 984 34.75 882 21.5 546 22.5 571 1 1/2 40 48 1219 112 50.0
10 6 --- --- 38.75 984 34.75 882 21.5 546 23.5 596 1 1/2 40 48 1219 112 50.0
10 5 --- --- 38.75 984 34.75 882 21.5 546 24.0 609 1 1/2 40 48 1219 112 50.0
10 4 --- --- 38.75 984 34.75 882 21.5 546 24.5 622 1 1/2 40 48 1219 112 50.0
12 12 31.5 800 --- --- 37.5 952 23.0 584 --- --- 2 50 52 1320 127 57.0
12 10 31.5 800 41.5 1054 37.5 952 23.0 584 24.0 609 2 50 52 1320 127 57.0
12 8 --- --- 41.5 1054 37.5 952 23.0 584 25.0 635 2 50 52 1320 127 57.0
12 6 --- --- 41.5 1054 37.5 952 23.0 584 26.0 660 2 50 52 1320 127 57.0
12 5 --- --- 41.5 1054 37.5 952 23.0 584 26.5 673 2 50 52 1320 127 57.0
14 14 42.0 1066 --- --- 48.0 1219 31.0 787 --- --- C/F C/F 65 1651 340 154.0
14 12 42.0 1066 52.0 1320 48.0 1219 31.0 787 32.0 812 C/F C/F 65 1651 340 154.0
14 10 --- --- 52.0 1320 48.0 1219 31.0 787 33.0 838 C/F C/F 65 1651 340 154.0
14 8 --- --- 52.0 1320 48.0 1219 31.0 787 34.0 863 C/F C/F 65 1651 340 154.0
14 6 --- --- 52.0 1320 48.0 1219 31.0 787 35.0 889 C/F C/F 65 1651 340 154.0
16 16 42.0 1066 --- --- 48.0 1219 31.0 787 --- --- C/F C/F 65 1651 360 163.0
16 14 42.0 1066 52.0 1320 48.0 1219 31.0 787 32.0 812 C/F C/F 65 1651 360 163.0
16 12 --- --- 52.0 1320 48.0 1219 31.0 787 33.0 838 C/F C/F 65 1651 360 163.0
16 10 --- --- 52.0 1320 48.0 1219 31.0 787 34.0 863 C/F C/F 65 1651 360 163.0
16 8 --- --- 52.0 1320 48.0 1219 31.0 787 35.0 889 C/F C/F 65 1651 360 163.0
18 18 42.0 1066 --- --- 48.0 1219 31.0 787 --- --- C/F C/F 65 1651 380 172.0
18 16 42.0 1066 52.0 1320 48.0 1219 31.0 787 32.0 812 C/F C/F 65 1651 380 172.0
18 14 --- --- 52.0 1320 48.0 1219 31.0 787 33.0 838 C/F C/F 65 1651 380 172.0
18 12 --- --- 52.0 1320 48.0 1219 31.0 787 34.0 863 C/F C/F 65 1651 380 172.0
18 10 --- --- 52.0 1320 48.0 1219 31.0 787 35.0 889 C/F C/F 65 1651 380 172.0
20 20 42.0 1066 --- --- 48.0 1219 32.5 825 --- --- C/F C/F 68 1727 380 172.0
20 18 42.0 1066 52.0 1320 48.0 1219 32.5 825 33.5 850 C/F C/F 68 1727 380 172.0
20 16 --- --- 52.0 1320 48.0 1219 32.5 825 34.5 876 C/F C/F 68 1727 380 172.0
20 14 --- --- 52.0 1320 48.0 1219 32.5 825 35.5 901 C/F C/F 68 1727 380 172.0
20 12 --- --- 52.0 1320 48.0 1219 32.5 825 36.5 927 C/F C/F 68 1727 380 172.0

1.  Dimensions and weights are for reference only.  When required, request certified drawings.
2. Face to face values have a tolerance of ±0.06 in (±2.0 mm) for sizes 10" and lower and a tolerance of ±0.12 in (±3.0 mm) for sizes 12" and larger.

BILL OF MATERIALS (1)

No. PART BS 55-FRP

1 Body Fiberglass Reinforced Plastic

2 Cover Acrylic or Fiberglass 
Reinforced Plastic

3 Basket (2) Stainless Steel  Type 304

4 Hand Knobs Fiberglass Reinforced Plastic with 
Stainless Steel Insert

5 Eye Bolts Stainless Steel

6 O-Rings (2) Ethylene Propylene

1. Bill of Materials represents standard materials.  Equivalent 
 or better materials may be substituted at the manufacturer's 
 discretion. 
2. Denotes recommended spare parts.
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Reducer Type:  (Eccentric Type Shown)
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Illustrations are for representational purposes only. Please contact factory for certified drawings when required.
Quick-opening knob cover is rated at 50 PSI. Bolted cover is rated at 150 PSI.

TITAN FLOW CONTROL, Inc.
290 Corporate Drive E-mail:  titan@titanfci.com
Lumberton, NC 28358 Web:  www.titanfci.com
Tel:  910.735.0000 Fax:  910.738.3848

Additional Design and Technical Notes:
•   Titan FCI also offers fiberglass larger-sized simplex strainers and duplex strainers.  Please contact factory for more information.


